
Tension Transducers 
Remotely Monitor and Control Tension 

Tensitron's transducers monitor a material’s tension with permanently 

mounted sensors and convert the tension to a reliable signal that can be 

output for remote display, high-speed recording, or automatic tension 

control. 

 Precise, high-speed tension measurement 

 Continuous monitoring and recording 

 Remote display 

 Automatic process control 

Select from our Tape, Web, and Belt Transducers or Fiber, 
Wire, and Cable Transducers. Then select a Signal Conditioner to utilize the signal.  

Transducers are custom-made for each application. Contact Tensitron’s Sales 
Department for a system that is uniquely suited to your project requirements. 

TO ORDER: Email: Sales@Tensitron.com, T: 303-702-1980, F: 303-702-1982 
TENSITRON  ~   733 S. Bowen Street, Longmont, CO 80501, USA  

SEE OUR WEBSITE: www. Tensitron.com 

Tape, Belt, and Web Transducers  

 Model Description Range Image 

E-415-003 Small Space 

Transducer with 

3 rollers 

5 g - 

5,000 g 

(11 lb) 

 

E-200-00 Cantilever 

Transducer  

1 lb - 

25 lb 

 

E-091-02 Low Force Load 

Cell with 

Cylindrical 

Rollers  

1 lb - 

100 lb 

 

4260 Single Roller 

Web Transducer 

2 lb - 

200 lb 

 

 Model Description Range Image 

E-095-04 Notched Beam 

Transducer with 

Cylindrical 

roller  

25 lb - 

250 lb 

 

E-210-00 S Column 

Transducer 

5 lb - 

250 lb 

 

E-202-00 Pillow Block 

Load Cell 

Transducer 

25 lb - 

1,000 lb 

 

E-095-03 

FT-116 



 
Signal conditioners use the 

input from the transducer and 
provide the excitation, 

amplification, signal 
conditioning, calibration 

functions, display/readout, 
and other options necessary 

for your application.  

TO ORDER: Email: Sales@Tensitron.com, T: 303-702-1980, F: 303-702-1982 
TENSITRON  ~   733 S. Bowen Street, Longmont, CO 80501, USA  

SEE OUR WEBSITE: www. Tensitron.com 

Tension Transducers 
Remotely Monitor and Control Tension 

Omega-Newport INFCS 

Our best-selling signal conditioner. 

Power Input:  

Choose 115 VAC or 230 VAC  

Options: 

 Analog Output 

 Dual 5A Relays 

Fiber, Wire, and Cable Transducers  

 Tension up to 100 lb 

Model Description Range Image 

E-090-00 Single Roller 

Low Force 

Load Cell  

1 lb -  

100 lb 

 

E-091-00 3 Roller Low 

Force Load Cell  

1 lb -  

100 lb 

 

 Tension up to 5,000 g (11 lb) 

Model Description Range Image 

FT-107 Small Space 

Fiber Transducer  

5 g -  

5,000 g  

 

FT-116 Low Profile 3 

Roller Sensor 

5 g -  

5,000 g  

 

FT-117 Single Roller 

Sensing Beam 

5 g -  

5,000 g  

 

E-415-002 Small Space 

Transducer with 

Single Roller 

5 g -  

5,000 g  

 

F-1806 Platform 

Mounted Fiber 

Transducer  

5 g -  

5,000 g.   

 

 Tension up to 1,000 lb 

Model Description Range Image 

E-095-01 Notched Beam 

Transducer  

10 lb - 

1,000 lb 

 

E-095-03 3 Roller 

Notched Beam 

Transducer  

10 lb -

1,000  lb 

 

Signal Conditioners 

GSE Model 560 

An advanced indicator with many features and 
functions. 

Power Input:  

Accepts power input 90-250 VAC  

Included Standard : 

RS-232 Serial Output 

Options: 

 Analog Output 

 RS-485 Serial Output 


